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NOTES
1.  FOR TRENCH RESURFACING IN IMPROVED STREETS, SEE STANDARD DRAWINGS SDG-107, SDG-108.

2. (*) INDICATES MINIMUM RELATIVE COMPACTION.

3.  MINIMUM DEPTH OF COVER FRCM THE TOP OF PIPE TO FINISH GRADE FOR PVC SDR 35 SEWER MAIN SHALL BE 5"
FOR SHALLOWER DEPTH, SPECIAL DESIGN 1S REQUIRED, SEE SDS-101 FOR ADDITIONAL INFORMATION,

4. SEE TYPE A INSTALLATION FOR DETAILS NOT SHOWN FOR TYPES B AND C.
FOR PIPE SIZE ENCASEMENT LARGER THAN 15", MAXIMUM SIDE WALL CLEARANCE SHALL BE 12" OR AS SHOWN ON THE PLANS.

e o

6" METAL TAPE SHALL BE INSTALLED ABOVE PIPE 4" BELOW TRENCH CAP AND 12" BELOW FINISH GRADE IN UNIMPROVED STREETS.

7. 1T SAND CUSHION OR A 6" MINIMUM SAND CUSHION WITH 1" NEOPRENE PAD SHALL BE PLACED FOR CROSSINGS UTILITIES WHEN VERTICAL
CLEARANCE IS 1'OR LESS.THE NEOPRENE PAD SHALL BE PLACED ON THE MOST FRAGILE UTILITY.
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